
■ SPECIFICATIONS 

       
   
 
 
 
 
 
 
 
 
 
 

No Part No. 
UB/B 

Impedance 
(Ω) 

Insulation 
(MΩ) 
Min. 

Withstand 
Voltage 
(DCV) 

RDC 
(Ω) 

Max. 

Rated 
Voltage 
(DCV) 

Rated 
Current 

(mA) 

Freq. 
Range 

Insulation Loss 
at Freq. Range 

(Max.) 

1 JPWB 2012-001 50/50 10 125 0.35 50 330 
40MHz 

To 
0.86GHz 

2.5 

2 JPWB 2012-002 75/75 10 125 0.35 50 330 
50MHz 

To 
1.2GHz 

1.2 

3 JPWB 2012-003 75/75 10 125 0.35 50 330 
1.0GHz 

To 
1.5GHz 

1.4 

4 JPWB 2012-004 75/75 10 125 0.35 50 330 
50MHz 

To 
1.2GHz 

1.2 

5 JPWB 2012-005 50/50 10 125 0.35 50 330 
400MHz 

To 
1.8GHz 

2.2 

6 JPWB 2012-006 75/75 10 125 0.50 50 330 
400MHz 

To 
1.8GHz 

2.0 

7 JPWB 2012-007 75/75 10 125 0.50 50 330 
50MHz 

To 
1.2GHz 

1.2 

8 JPWB 2012-008 75/75 10 125 0.35 50 330 
400MHz 

To 
1.5GHz 

1.4 

9 JPWB 2012-009 75/75 10 125 0.50 50 330 
50MHz 

To 
2.35GHz 

2.0 

 

■ FEATURES 

 Input impedance is 50Ω / 75Ω. 
 Impedance ration is 1:1. 
 Frequency band width is 40MHz to 1.8GHz. 

 
 
 
 
 
 

For latest information, please visit our latest website: https://www.jantek-elec.com.tw            
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