
■ DIMENSIONS 

 

      mm 

No. Part No. A B C D E 

1 JAS-291A Series 3.05 Max. 0.58 ± 0.38 3.18 Max. 3.68 Max. 2.92 ± 0.25 

2 JAS-291B Series 3.05 Max. 0.58 ± 0.38 3.18 Max. 6.86 Max. 5.84 ± 0.25 

3 JAS-292A Series 1.42 ± 0.13 0.89 ± 0.25 1.37 ± 0.15 2.21 ± 0.25 1.83 ± 0.25 

4 JAS-292B Series 1.42 ± 0.13 0.89 ± 0.25 1.37 ± 0.15 4.04 ± 0.30 3.66 ± 0.30 

■ SERIES LIST 

No. 
Part No 

  

lnductance 
Q 

Test Freq RDC(mΩ) SRF(GHz) 

Min. 

IDC(A) 

(nH) (MHz) MAX Max. 

1 291A-01      2.5   145 150 1.1 12.5 4 

2 291A-02      5.0   140 150 1.8 6.5 4 

3 291A-03      8.0   140 150 2.6 5 4 

4 291A-04 12.5 137 150 3.4 3.3 4 

5 291A-05 18.5 132 150 3.9 2.5 4 

6 291B-06 17.5 100 150 4.5 2.2 4 

7 291B-07 22 102 150 5.2 2.1 4 

8 291B-08 28 105 150 6 1.8 4 

9 291B-09 35.5 112 150 6.8 1.5 4 

10 291B-10 43.5 106 150 7.9 1.2 4 

11 292A-02 1.65 100 800 4 10 1.6 

12 292A-03 2.55 100 800 5 8.2 1.6 

13 292A-04 3.85 100 800 6 7.5 1.6 

14 292A-05 4.45 100 800 8 7 1.6 

15 292B-06 5.6 100 800 9 6.5 1.6 

16 292B-07 7.15 100 800 10 6 1.6 

17 292B-08 8.8 100 800 12 6 1.6 

18 292B-09 9.85 100 800 13 5.2 1.6 

19 292B-10 12.55 100 800 14 4.6 1.6 

■ CHARACTERISTIC CURVE 

        

        

For latest information, please visit our latest website: https://www.jantek-elec.com.tw            
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