
 

TINNED LENGTH BETWEEN 30° AND 180° Recommended Pattern

1

2

3

4

5

3.3 4 4

291A-05 18.5 132 150 3.9 2.5 4 5

291A-04 12.5 137 150 3.4

150 2.6 5.0 4 3

291A-01 2.5 145

TurnsFreq (mΩ) (GHz) (A)

(nH) Min. Max.

Part No

lnductance

Q

2.92 ± 0.25JAS 291A

Test 

3.05 Max. 0.58 ± 0.38 3.18 Max.

RDC SRF IDC

3.68 Max.

No.

SMD AIR WOUND COIL-JAS 291A

Part No.
Size (mm)

A B C D E

150 1.1 12.5 1

(MHz) MAX
4

6.5 4 2150 1.8291A-02 5.0 140

291A-03 8.0 140

■ DIMENSIONS (mm)

■ SERIES LIST



■ Typical Performance Curves 



 

SMD AIR WOUND COIL-JAS 291A

Packaging Information
˙ TEARING OFF FORCE

UNIT:mm

A B C D N P W t

DIM. 178 15 12.5 16.4 75 8 12 0.25

TOL. ±2.0 0.5 1.5 1.5 2.0 0.1 0.2 0.05



THE CASE CONTAINS 4-12mm WIDE CARRIER TAPES. 
CONSTURCTION: 

UNIT : mm 

TOTAL Q'TY : 12,000 PCS 

Q'TY : 500 / REEL 
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